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27227 Outdoor accessories

VRV ® OUTDOOR UNITS

VRVIII® heat recovery (high COP and small footprint combination)
REYQ8P9

REYQ12P9 = REMQ8P9

VRV® air cooled outdoor systems

REYQ18-

REMQ14-16P8 48P8/P9

with connection to heating onY); hydrobox

VRVIII® heat recover

REYQ10P8 | REYQ14-16P8 REMQ10P8 REMQ12P9 REMHQ12P9 REYHQ16-24P REYAQ10P REYAQ12P REYAQ14P REYAQ16P

Cool/heat selector
Fixing box

REFNET header

REFNET joint

Outdoor
unit multi
piping con-
nection kit
Central drain pan kit

For 2 outdoor units
For 3 outdoor units
For 4 outdoor units

Drain pan heater kit

Digital pressure gauge kit
Increase height difference
between indoor & outdoor to 90m

BS Box for H/R
Central BS Box for H/R
Sound reduction kit for BSVQ Box

BP Box for connection to stylish
indoor units

Full set
Top/discharge
Wind cover | Rear/suction
Left/suction
Right/suction
Kit (inlet + outlet)

Air outlet
Snowbreak

hood Left side air inlet

Right side air inlet
Back side air inlet

VRV ® OUTDOOR UNITS

Cool/heat selector
Fixing box

REFNET header

REFNET joint

Outdoor unit multi piping connec-
tion kit

Strainer kit

KHRQ23M29H KHRQ23M29H
KHRQ23M64H KHRQ23M64H
KHRQ23M75H
KHRQ23M20T
KHRQ23M29T9
KHRQ23M64T KHRQ23M64T
KHRQ23M75T
BHFQ23P907
BHFQ23P1357
KWC25C450 2 KW(C26C280 2 KWC2@6C4502 10
BHGP26A1*
BSVQ100P, BSVQ160P, BSVQ250P
BSV4Q100PV
EKBSVQLNP *

KPS25C450 * KPS26C280 * KPS26C504 ° 1o
KPS25C450T ® KPS26C280T * KPS26C504T > 10
KPS25C450B ® KPS26C280B * KPS26C504B ° 0

KPS26C504L°
KPS26C504R *
RWEYQ8P = RWEYQ10P = RWEYQ16P

For 2 outdoor units
For 3 outdoor units

External control adapter for outdoor unit

BS Box for H/R

Central BS Box for H/R
Notes

1) All options are kits

4
5
6) 1 Option per module is required

(
)
@3)
(4)
(5)
(6)
@)
(

(

(

3) Only 1 option per installation is needed

10) To be combined based on the outdoor multi table.

2) Central drain pan kit shall be combined based on the outdoor multi connection table

Only required for technical cooling (outdoor temperature <5°C). For more information contact your local dealer

7) The option should be installed inside the outdoor unit, only needed in case outdoor unit is installed above indoor

KHRQ(M)22M29H
KHRQ(M)22M64H
KHRQ(M)23M29H
KHRQ(M)23M64H
KHRQ(M)22M75H
KHRQ(M)22M20T
KHRQ(M)22M29T9
KHRQ(M)22M64T
KHRQ(M)22M75T
KHRQ(M)23M75H
KHRQ(M)23M20T

KHRQ(M)23M29T9
KHRQ(M)23M64T
KHRQ(M)23M75T

KWC25C450
BHGP26A1

BSVQ100P8V18B, BSVQ160P8V18, BSVQ250P8V182
BSV4Q100PV1, BSV6Q100PV1 2
EKBSVQLNP *

VRV-Qheat recovery

VRVIII® h?at ump optimised
(]

replacement VRV® r heating
RQ(C)EQ-P RTSYQ14P
RTSYQ10P RTSYQ16P  RTSYQ20P
KJB111A
KHRQ22M29H
KHRQ22M64H
KHRQ22M20T
KHRQ22M29T9
KHRQ22M64T
BHFP26P36C BHFQ22P1007
BHFP26P63C
BHFP26P84C

BEH22A10Y1L/N/U / BEH22A18YTLINAU

KPS26C280° | KPS26(504° = KPS26C280X2°
KPS26C280T¢ | KPS26(504T° | KPS26C280TX2°
KPS26C504L° KPS26C504LX2 °
KPS26C504R* KPS26C504RX2°
KPS26C2808° | KPS26C5048° = KPS26C280BX2°

VRV®-WIlI standard series - heat recovery

RWEYQ18P | RWEYQ20P

KJB111A
KHRQ23M29H

RWEYQ24P | RWEYQ26P = RWEYQ28P

KHRQ23M64H
KHRQ23M75H

KHRQ23M20T/KHRQ23M29T

KHRQ23M64T
KHRQ23M75T

BHFP26MA56

BWU26A15
BWU26A20
DTA104A62

BHFP26MA84

BSVQ100P8, BSVQ160P8, BSVQ250P8

BSV4Q100PV, BSV6Q100PV

Only available for standard bsvq boxes (not possible for central BSVQ). Allows to reduce operating sound of BSVQ box (requires 1 sound kit per BSVQ box)

8) @ 25.4 Gas pipe in KHRQ22M29H is not available for DENV refnet. This is only required for the 10HP model using size uo AND with an indoor connection ratio of less than 80%
9) Snowbreak hoods are field supply. For technical drawings and more information contact your local Daikin dealer. Snowbreak hoods are advised to be installed when regular snowfall occurs.
0

RWEYQ30P



VRV® air cooled outdoor systems

VRVIII® heat pump (high COP and small footprint combination) / VRV®IIl heating only

VRVIII® heat pump with connection

p VRV®-Q heat pum
to stylish indoor units

VRVeIII-S heat pump

replacement VRV
RXYQ8P9 RXYQ20-54P9
RXHQ8P RXHQ20-54P
RxvQspo | RXYQUORS | RXYQUZES  RxvhQizpo | RNYQUEIBES RxvHQ16-36P9| RXYRQS-10P RXYRQ12P RXYRQ14-18P RXYRQ4EBY 1/ RXYROREY 1/ R YROCREY Y RQYQ-P
KRC19-26A6 KRC19-26A6 KRC19-26A6 KRC19-26A6
KJB111A KJB111A KJB111A KJB111A
KHRQ22M29H KHRQ22M29H KHRQ22M29H
KHRQ22M64H KHRQ22M64H
KHRQ22M75H
KHRQ22M20T KHRQ22M20T KHRQ22M20T
KHRQ22M29T9 KHRQ22M29T9
KHRQ22M64T KHRQ22M64T
KHRQ22M75T
BHFQ22P1007 BHFP22P36C
BHFQ22P1517 BHFP22P54C
KWC26B160 KWC26B280 KWC26B450 2 KWC26B280 KWC26B450 KKPJ5F180
BHGP26A1 3 BHGP26A1
EKLD90P12 EKLD90P18 o7
BPMKS967B2
BPMKS96783
*Note: grey cells contain preliminary data
VRV® water cooled outdoor systems
VRV®-WIIl standard series - heat pump VRV@""’"L%??@E,?&Z}?,' series - VRV@-WIIIhgeggg\uer;ngal series -
RWEYQ8P RWEYQ10P RWEYQ16P RWEYQ18P RWEYQ20P RWEYQ24P RWEYQ26P RWEYQ28P RWEYQ30P RWEYQ8PR = RWEYQ10PR RWEYQS8PR RWEYQ10PR
KRC19-26A5 KRC19-26A
KJB111A KIB111A KJB111A
KHRQ22M29H KHRQ23M29H KHRQ22M29H
KHRQ22M64H
KHRQ22M75H
KHRQ22M20T/KHRQ22M29T KHRQ23M20T KHRQ22M20T
KHRQ22M64T KHRQ23M29T9 KHRQ22M29T
KHRQ22M75T
BHFP22MA56
BHFP22MA84
BWU26A15 BWU26A15 BWU26A16
BWU26A20 BWU26A20 BWU26A21
DTA104A62 DTA104A62

BSVQ100P8, BSVQ160P8, BSVQ250P8
BSV4Q100PV, BSV6Q100PV



7237 Indoor accessories

Decoration panel
Decoration panel option
Replacement long life filter (non-woven type)

Fresh air intake kit (20% fresh air intake)(chamber type)

Fresh air intake kit (direct installation type)
Sealing member of air discharge outlet
Panel spacer

Replacement long life filter

High efficiency filter 65%

High efficiency filter 90%

Filter chamber for bottom suction

Air discharge grille

Air discharge blind panel

Flexible duct (with shutter)

Insulation kit for high humidity

Air discharge adapter for round duct

Decoration panel

Decoration panel option

Rear decoration panel

Sealing member of air discharge outlet
Replacement long life filter

High efficiency filter 65%

High efficiency filter 90%

Filter chamber

Air discharge adapter for round duct
Drain pump kit

Replacement long life filter (resin net)
L-type piping kit (for upward direction)
Air discharge decoration panel

Vertical flap kit

Notes:

(1) Filter chamber is required when installing a high efficiency filter

concentrations of dirt.

INDIVIDUAL CONTROL SYSTEMS
Wired remote control

Infrared remote control

Simplified remote control

Simplified remote control for hotel use

CENTRALISED CONTROL SYSTEMS
Centralised remote control

Unified ON/OFF control

Schedule timer

OTHERS
Wiring adapter®
Wiring adapter’

Wiring adapter for control and monitoring of F1 F2

Wiring adapter for control and monitoring of P1 P2

Remote sensor

Installation box / mounting plate for adapter PCB
Electrical box with earth terminal (3 blocks)
Electrical box with earth terminal (2 blocks)
Noise filter (for electromagnetic interface only)

External control adapter (for C/H zone, input LNO & Demand)

Interface adapter to connect indoor to F1 F2
Connector for forced on/forced off
Multi tenant option

Notes:
(1) Installation box is required

(4) Up to 2 adapters can be fixed per installation box
(7) For output 2 signals: Hour meter, fan

Heat pump

FXFQ20-63P9 FXFQ80-125P9 FXZQ20-50M9 | FXCQ20-32M8  FXCQ40-50M8 FXCQ63M8
BYCQ140CW1 / BYCQT40CW1W 4/ BYCQ140CGW1 22 BYFQ60B BYBC32G BYBC50G BYBC63G
KAFP551K160
KDDQ55C140-1 5/ KDDQS5C140-2 5™
KDDQ44XA60
KDBHQ55C140 KDBH44BA60
KDBH44B60
KAFQ441B60 KAFJ531G36 KAFJ531G56 KAFJ531G80
KAFJ532G36 ' KAFJ532G56 ' KAFJ532G80 '
KAFJ533G36 ' KAFJ533G56 ' KAFJ533G80"
KDDFJ53G36 KDDFJ53G56 KDDFJ53G80
FXMQ20-25-32P7  FXMQ40P7  FXMQ50-63P7 FXMQ8OP7 |FXMQ100-125P7| FXMQ200-250MA | FXAQ20-63P FXHQ32MA
BYBS32D BYBS45D BYBS71D BYBS71D BYBS125D
EKBYBSD
KAFJ371L280
KAFJ372L280
KAFJ373L280
KDJ3705L280
KDAJ25K36A | KDAJ25K56A KDAJ25K71A KDAJ25K140A
KDU30L250VE | K-DU572EVE | KDUSOM60VE
KAFJ501DA56
KHFP5M35

(5) Option not available in combination with BYCQ140CGW1

FXFQ FXZQ
BRCTE51A "/ BRC1D528 BRC1E51A/BRC1D52
BRC7F532F * BRC7E530
FXFQ FXZQ
DCS302C51 DCS302C51
DCS301B51 DCS301B51
DST301B51 DST301B51
FXFQ FXZQ

KRP1B57'

EKRP1C11 "

KRP2A526 ' KRP2A52"
KRP4AA53'® KRP4A53 '
KRCS01-4 KRCS01-1
KRP1H98 ¢ KRP1BA101
KJB311A

KJB212AA KJB212A
KEK26-1A
DTA104A52

DTA114A61 %% EKMTAC®

(2) Fixing box is KRP1A90
(5) Only 1 installation box can be installed per indoor unit
(8) Option not available in combination with BYCQ140CGW1

(10) Included languages are English, German, French, Dutch, Spanish, Italian, Greek, Portuguese, Russian & Turkish

(2) To be able to control the BYCQ140CGW1, wired remote control BRC1E51A is needed

FXCQ

BRC1E51A "/ BRC1
BRC7C62

FXCQ
DCS302C51
DCS301B51
DST301B51

FXCQ

EKRP1B2
KRP2AS51!
KRP4A51'
KRCSO1-1

KRP1B96 “*

KJB311A

KJB212A
KEK26-1A

DTA104A51"

(3) BYCQ140CGW1 is not compatible with VRV®III-S
(4) The BYCQ140CW1W has white insulations. Be informed that information of dirt on white insulation is visibly stronger and that it is consequently not advised to install the BYCQ140CW1W decoration panel in environments exposed to

D528

FXKQ

BRCIE51A */BRC1D528

BRC4C61

FXKQ
DCS302C51
DCS301B51
DST301B51

FXKQ
KRP1B61

KRP2A61
KRP4A51
KRCS01-1

KJB311A

KJB212A

KEK26-1A
DTA104A61

FXDQ-M9
BRCTE51A "/ BRC1D528
BRC4C62
BRC2C51
BRC3A61

FXDQ-M9
DCS302C51
DCS301B51
DST301B51

FXDQ-M9
KRP1B61
EKRP1B2 2
KRP2A51
KRP4A51
KRCS01-1

KJB311A

KJB212A

KEK26-1A
DTA104A61

EKMTAC °

(3) Mounting plate KRP4A96 is required. Maximum 2 option PCB can be mounted
(6) For output 4 signals: Hour meter, fan, auxiliary electric heater, humidifier

(9) This kit contains parts to connect with 10 multi tenant indoor units

(11) Both options needed



FXCQ80-125M8 = FXKQ25-40MA FXKQ63MA FXDQ20-25M9 FXDQ20-32P7 FXDQ40-50P7 FXDQ63P7 FXSQ20-32P FXSQ40-50P FXSQ63-80P FXSQ100-140P
BYBC125G BYK45F BYK71F BYBS32D BYBS45D BYBS71D BYBS125D
EKBYBSD
KPBJ52F56W KPBJ52F80W
KAFJ531G160 KAFJ521F56 KAFJ521F80
KAFJ532G160'
KAFJ533G160'
KDDFJ53G160
K-HV7AW K-HV9AW
KPBJ52F56W KPBJ52F80W
KFDJ52F56 KFDJ52F80
KDT25N32 KDT25N50 KDT25N63
KDAJ25KA36A KDAJ25KA56A KDAJ25KA71A | KDAJ25KA140A
FXHQ63MA FXHQ100MA | FXUQ71MA | FXUQ100MA FXUQ125MA | FXLQ20-25P A FXLQ32-40P  FXLQ50-63P = FXNQ20P FXNQ25P FXNQ32P FXNQ40P FXNQ50P FXNQ63P
EKRDP25A EKRDP40A EKRDP63A
KDBHJ49F80 KDBHJ49F140
KAFJ495F140 KAFJ361K28 = KAFJ361K45 = KAFJ361K71 KAFJ361K28 KAFJ361K45 KAFJ361K71
KDU50M125VE | KDU50M125VE
KAFJ501DA80 KAFJ501DA112
KHFP5M63 KHFP5M63 KHFP49M140
KDBTJ49F80 KDBTJ49F140
KDGJ49F80 KDGJ49F140
FXDQ-P7 FXSQ FXMQ-P7 FXMQ-MA FXAQ FXUQ FXHQ FXLQ FXNQ
BRCIE51A"/BRCID52  BRC1E51A /BRC1D528 BRC1E51A/BRC1D52 BRC1E51A /BRC1D528 BRC1E51A /BRC1D528 BRC1E51A / BRC1D528 BRC1E51A / BRC1D528 BRC1E51A / BRC1D528 BRC1E51A / BRC1D528
BRC4C65 BRC4C65 BRC4C66 BRC4C65 BRC7E618 BRC7C528 BRC7E63 BRC4C65 BRC4C65
BRC2C51 BRC2C51 BRC2C51 BRC2C51 BRC2C(A)51 BRC2C51
BRC3A61 BRC3A61 BRC3A61 BRC3A61 BRC3A61 BRC3A61
FXDQ-P7 FXSQ FXMQ-P7 FXMQ-MA FXAQ FXuQ FXHQ FXLQ FXNQ
DCS302C51 DCS302C51 DCS302C51 DCS302C51 DCS302C51 DCS302C51 DCS302C51 DCS302C51 DCS302C51
DCS301B51 DCS301B51 DCS301B51 DCS301B51 DCS301B51 DCS301B51 DCS301B51 DCS301B51 DCS301B51
DST301B51 DST301B51 DST301B51 DST301B51 DST301B51 DST301B51 DST301B51 DST301B51 DST301B51
FXDQ-P7 FXSQ FXMQ-P7 FXMQ-MA FXAQ FXuQ FXHQ FXLQ FXNQ
KRP1B56 KRP1C64 KRP1C64° KRP1B61 KRP4A53 KRP1B3 KRP1B61 KRP1B61
EKRP1B2A* EKRP1B2A*
KRP2A53 KRP2A51 KRP2A51 3 KRP2A61 KRP2AS51" KRP2A62' KRP2A51 KRP2A51
KRP4A54 KRP4A51 KRP4A51 3 KRP4A51 KRP4A51' KRP4A52' KRP4A51 KRP4A51
KRCS01-1 KRCS01-4B KRCS01-4 KRCS01-1 KRCS01-1 KRCS01-1 KRCSO1-1 KRCSO1-1 KRCS01-1
KRP1BA101 KRP4A96* KRP4A96“* KRP4A93 #* KRP1B97 KRP1C93*
KJB311A KJB311A KJB311A KJB311A KJB311A KJB311A KJB311A KJB311A
KJB212A KJB212A KJB212A KJB212A KJB212A KJB212A KJB212A KJB212A
KEK26-1A KEK26-1A KEK26-1A KEK26-1A KEK26-1A KEK26-1A
DTA104A53 DTA104A61 DTA104A61 DTA104A61 DTA104A61 DTA104A62 DTA104A61 DTA104A61
DTA102A52
EKRORO
EKMTAC?® DTA104A61 3 DTA114A61 DTA114A61 EKMTAC® EKMTAC®



Stylish indoor units accessories

INDOOR UNITS - CONTROL SYSTEMS FVXG25-50K
Wired remote control BRC944B2
Wiring adapter for time clock Normal open contact
Remote control Normal open pulse contact KKF910A4
Centralised control board Up to 5 rooms KRC72A
Central remote control DCS302CA51
Unified on/off control DCS301BA51
Schedule timer DST301BA51
Interface adapter KRP928BB2S
Notes

(1) Wiring adapter supplied by Daikin. Time clock and other devices: to be purchased locally.
(2) Wiring adapter is also required for each indoor unit.

(3) For Dlll-net adapter

INDOOR UNITS FTXG25J)
Anti-theft protection for remote control

Suction grille

INDOOR UNITS - CONTROL SYSTEMS FTXS20J)

Wired remote control
Wiring adapter for time clock
Remote control

Normal open contact
Normal open pulse contact

Centralised control board
Central remote control

Up to 5 rooms

Unified on/off control
Schedule timer
Interface adapter
Notes
(1) Wiring adapter supplied by Daikin. Time clock and other devices: to be purchased locally.

(2) Wiring adapter is also required for each indoor unit.
(3) For Dlll-net adapter

INDOOR UNITS

Anti-theft protection for remote control

Titanium apatite photocatalytic air-purification filter without frame
Cord for remote control assy (3m)

Cord for remote control assy (8m)

FTXS20J

Notes
(1) Standard accessory

INDOOR UNITS - CONTROL SYSTEMS

Wiring adapter for time clock
Remote control

FVXS25F
Normal open contact

Normal open pulse contact

Centralised control board Up to 5 rooms
Central remote control

Unified on/off control

Schedule timer

Interface adapter

Notes

(1) Wiring adapter supplied by Daikin. Time clock and other devices: to be purchased locally.
(2) Wiring adapter is also required for each indoor unit.

(3) For Dlll-net adapter

INDOOR UNITS

Air purification and deodorising filter set without frame

Air supply filter with frame

Anti-theft protection for remote control

Suction grille

Titanium apatite photocatalytic air-purification filter without frame
Photocatalytic deodorising filter, with frame

Photocatalytic deodorising filter, without frame

Air purification filter, with frame

Air purification filter, without frame

FVXS25F

Notes
(1) Standard accessory

FTXG25) | FTXG35) = FTXG50) | FDXS25E = FDXS35E | FDXS50C = FDXS60C
BRC944B2 BRC944B2 BRC944B2
KRP413A1S KRP413AB1S KRP413AATS ' KRP413AATS
KRP413AATS ' KRP413AB1S KRP413AATS ' KRP413AATS '
KRC72A2 KRC72A* KRC72A2
DCS302C51 DCS302C51 DCS302C51
DCS301B51 DCS301851 DCS301B51
DST301B51 DST301B51 DST301B5
KRP928BA2S * KRP928BB2S KRP928BA2S * KRP928BA2S *
FTXG35J CTXG50J FDXS25E FDXS35E FDXS50C FDXS60C
KKF910A4 KKF917AA4 K(K)F917AA4
KDGF19A45 KDGF19A45
FTXS25) FTXS35) FTXS42J FTXS50J FTXS60G FTXS71G
BRC944B2
KRP413AATS '
KRP413AATS '
KRC72A:
DCS302CA51
DCS301BAS1
DST301BA51
KRP928BA2S *
FTXS25) FTXS35) FTXS42J FTXS50J FTXS60G FTXS71G
KKF910A4 KKF910A4
KAF968A42 ' KAF970A46
BRCW901A03
BRCW901A08
FVXS35F FVXS50F FLXS25B FLXS358 FLXS50B FLXS60B
KRP413AA1S ' KRP413AATS '
KRP413AATS ' KRP413AATS '
KRC72A> KRC72A*
DCS302C61 DCS302C51
DC5301861 DCS301B51
DST301B61 DST301B51
KRP928BA2S * KRP928BA2S *
FVXS35F FVXS50F FLXS25B FLXS35B FLXS50B FLXS60B
KKF936A4 KKF917AA4
KAF968A42 '
KAZ917B41
KAZ917B42
KAF925B41
KAF925B42



INDOOR UNITS - CONTROL SYSTEMS FFQ25B  FFQ35B  FFQ50B FFQ60B FDBQ25B FBQ35C FBQ50C FBQ60C FBQ71C FBQ100CFBQ125CFBQ140C

Wired remote control BRC1E51A/BRC10527 BRC1D528/BRCIES1A77 BRC1D528/BRC1E51A7 7
Infrared remote control (heat pump) BRC7E530W BRC4C65
Centralised remote control DCS302C51 DCS302C51
Unified ON/OFF control DCS301B51 DCS301B51
Schedule timer DST301B51 DST301B51
Adapter for wiring KRP1BA57 * KRP1C64 ©
Adapter for external ON/OFF and monitoring/for electrical appendices KRP4AA53 * KRP4A51 ©
Interface adapter for Sky Air® DTA112BA51
Installation box for adapter PCB KRP1BA101
Remote sensor KRCSO1-1 KRCS01-4B
Remote ON/OFF, forced OFF EKROROA EKRORO3
Adapter for wiring (hour meter) EKRP1B2A EKRP1B2A
Options PCB for external electrical heater, humidifier and/or hour meter EKRP1B2A 56
Mounting plate for adapter PCB KRP4A96
Notes

(1) Installation box for adapter PCB is necessary  (2) Interface adapter for Sky Air® series (DTA112BA51) is necessary  (3) Possibility to connect an hour meter (field supply). This part should not be installed inside the
equipment. (4) Included all the languages:English, German, French, Italian, Spanish, Dutch, Greek, Russian, Turkish, Purtuguese  (5) Option not available in combination with BYCQ140CGW1  (6) When using decoration
panel BYCQ140CGW1, wiring adapter (hour meter) KRP1C12 must be used  (7) When using decoration panel BYCQ140CGW, installation box for adapter PCB KRP1J98 must be used

INDOOR UNITS FFQ25B = FFQ35B ' FFQ50B ' FFQ60B = FBQ35C | FBQ50C = FBQ60C = FBQ71C | FBQ100C FBQ125C FBQ140C
Replacement long-life filter KAFQ441BA60 -

Sealing member of air discharge outlet KDBHQ44BA60 -

Decoration panel BYFQ60B BYBS45D BYBS71D BYBS125D
Decoration panel option - EKBYBSD '

Fresh air intake kit (min. 20% fresh air) - KDAJ25K56A KDAJ25KA71A KDAJ25KA140A

Fresh air intake kit (direct installation type) KDDQ44XA60 -

Panel spacer KDBQ44BA60 -

Notes

(1) Decoration panel option EKBYBSD is required for direct mounting of the decoration panel of the unit.

INDOOR UNITS - CONTROL SYSTEMS FHQ35B = FHQ50B | FHQ60B = FHQ71B | FHQ100B FHQ125B A FCQ35C8 ' FCQ50C8 = FCQ60C8 | FCQ71C8 FCQ100C8 FCQ125C8 FCQ140C8
Wired remote control BRC1E51A/BRC1052 4 BRC1E51A/BRC1052*
Infrared remote control (heat pump) BRC7EA63W BRC7F532F°
Centralised remote control DCS302C51 DCS302C51
Unified ON/OFF control DCS301B51 DCS301B51
Schedule timer DST301B51 DST301B51
Adapter for wiring KRP1BA54 -
Adapterfor extemalQN/OFF and monitoring/ KRP4AA52 ' KRP1BA57/KRP4AAS3 14
for electrical appendices
Interface adapter for Sky Air®? DTA112BA51 -
Installation box for adapter PCB KRP1CA93 KRP1H98 *
Remote sensor - KRCS01-1A KRCS01-4
Remote ON/OFF, forced OFF = EKROROA EKRORO2
Electrical box with earth terminal (3 blocks) - KJB311AA -
Electrical box with earth terminal (2 blocks) - KJB212AA KJB212AA
Adapter for wiring (hour meter) * - - EKRP1C11 "4
Notes

(1) Installation box for adapter PCB is necessary  (2) Interface adapter for Sky Air® series (DTA112BA51) is necessary  (3) Possibility to connect an hour meter (field supply). This part should not be installed inside the
equipment. (4) Included all the languages:English, German, French, Italian, Spanish, Dutch, Greek, Russian, Turkish, Purtuguese  (5) Option not available in combination with BYCQ140CGW1  (6) When using decoration
panel BYCQ140CGW1, wiring adapter (hour meter) KRP1C12 must be used  (7) When using decoration panel BYCQ140CGW, installation box for adapter PCB KRP1J98 must be used

INDOOR UNITS FCQ35C8 = FCQ50C8 | FCQ60C8 | FCQ71C8 | FCQ100C8 = FCQ125C8 ' FCQ140C8 = FHQ35B | FHQ50B ~ FHQ60B ~ FHQ71B | FHQI00B = FHQ125B
Replacement long-life filter KAFP551K160 KAF501DA56 KAF501DA80 KAF501DA80 KAFS01DA112 | KAFS01DA160
Drain-up kit - KDUSON6OVE KDUSON125VE
L-type piping kit (upward direction) - KHFPSMA35 KHFPSMA63 KHFPSMA160
Sealing member of air discharge outlet KDBHQS5C140*
Decoration panel BYCQ140CW1 + BYCQT40CWIW ' +BYCQ140CGW1 22
Fresh air intake kit (min. 20% fresh air) KDDQ55C140*
Notes

(1) The BYCQ140CW1W has white insulations. Be informed that information of dirt on white insulation is visibly stronger and that it is consequently not advised to install the BYCQ140CW1W decoration panel in environ-
ments exposed to concentrations of dirt. ~ (2) To be able to control the BYCQ140CGW1, the controller BRC1E* is needed  (3) The BYCQ140CGW1 is not compatible with mini-VRV®, multi and split non inverter outdoor
units  (4) Option not available in combination with BYCQ140CGW1



Ventilation accessories

OTHERS VAM150FA VAM250FA VAM350FA VAM500FA VAM650FA VAMS800FA VAM1000FA
High efficiency filter -65%

-90%
Replacement air filter YAFF323F15 YAFF323F25 YAFF323F35 YAFF323F50 YAFF323F65 YAFF323F100

Replacement long life filter
Filter chamber '

. KDDM24A50 KDDM24A100 KDDM24A100
Silencer Nom. piping diameter 2200mm 2250mmm
Duct adapter

Nom. piping diameter
Drain pump kit
Adapter for wiring
Central drain pan
Central drain plug
Cool/heat selector
Fixing box
Notes
(1) Filter chamber has a suction-type flange. (Main unit does not).
Some options may not be usable due to the equipment installations conditions. Please conrfirm prior to ordering.
Some options may not be used in combination.
Operating sound may increase somewhat depending on the options used.
INDIVIDUAL CONTROL SYSTEMS VAM-FA VKM-GA(M)
Wired remote control BRC1E51A /BRC1D52 BRC1E51A/BRC1D52
VAM wired remote control BRC301B61
CENTRALISED CONTROL SYSTEMS VAM-FA VKM-GA(M)
Centralised remote control DCS302C51 DCS302C51
Unified ON/OFF control DCS301B51 DCS301B51
Schedule timer DST301B51 DST301B51
OTHERS VAM-FA VKM-GA(M)
Wiring adapter for electrical appendices (control and monitoring P1 P2) KRP2A61 KRP2A61
Wiring adapter for electrical appendices (control and monitoring F1 F2)
Adapter for humidifier (running ON signal output) KRP50-2 KRP50-2
Adapter for heater control kit BRP4A50 BRP4A50

Remote sensor

Notes

(1) Cool/heat selector required for operation

(2) Do not connect the system to Dlll-net devices (Intelligent controller, Intelligent Manager, LonWorks interface, BACnet interface...).



VAM1500FA I VAM2000FA VKM50GA(M) VKM80-100GA(M) FXMQ125MF FXMQ200-250MF = ERQ100-125AV1 ERW140AV1 ERQ125AW1 ERQ200-250AW1
KAF241G80M KAF241G100M
KAFJ372L140 KAFJ372L280
KAFJ373L140 KAFJ373L280
YAFF323F65X2 YAFF323F100X2 KAF242G80M KAF242G100M
KAFJ371L140 KAFJ371L280
KDJ3705L140 KDJ3705L280
KDDM24A100X2 KDDM24B100
©250mm 2250mm
YDFA25A1
250mm
KDU30L250VE
KRP1B61
KWC26B160 KWC26B280
KKPJ5F180 KKPJ5F180
KRC19-26A6
KJB111A
FXMQ-MF EKEQDCB ? EKEQDCB ? EKEQMCB 2
BRC1E51A /BRC1D52 BRC1E51A/BRC1D52 BRC1E51A/BRC1D52" BRC1E51A/BRC1D52'
FXMQ-MF EKEQDCB * EKEQDCB * EKEQMCB 2
DCS302C51
DCS301B51
DST301B51
FXMQ-MF EKEQDCB * EKEQDCB ? EKEQMCB 2
KRP2A61
KRP4A51 KRP4AS51
KRCS01-1




DS net

DESCRIPTION
DS-net adapter

i ntellige%t Controller

DESCRIPTION

Intelligent Touch Controller
Software

Hardware
Touch-Pen

Interface adapters

Digital input
Digital input/output

REFERENCE
DTA113B51

REFERENCE

DCS601C51
DCS002C51
DCS004A51
DCS007A51
DCS601A52
1264009
KRP928A2S
DTA102A52
DTA112B51
DEC101A51
DEC102A51
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COMMENTS

4units can be connected per adapter, 40 units when 10 adapters are connected

COMMENTS

2x64 units can be connected
Power Proportional Distribution (PPD) software
E-mail / Web software
HTTP option
DIII NET-Plus adapter
Spare part n° of Touch-Pen for Intelligent Touch Controller
For connection to Split units
For connection to R-22 / R-407C Sky Air units
For connection to R-410A Sky Air units
Input contacts: 8 inputs with additional error feedback
Input contacts: 8 outputs with additional error and ON/OFF feedback



Fntelligent Manager

DESCRIPTION
Intelligent Processing unit

Software

Interface adapters

DIl Ai

Digital input

Digital input/output

Power Proportional Distribution
ECO Mode

Web Acces Function

REFERENCE COMMENTS
DAM602B51 256 indoor units per IPU
DAM602B52 128 indoor units per IPU
IM3.XX Up to 1,024 indoor units
KRP928B2S For connection to Split units
DTA102A52 For connection to R-407C/R-22 Sky Air units
DTA112B51 For connection to R-410A Sky Air units
DAM101A51 Outdoor temperature sensor
DEC10151 Input contacts: 16 points
DEC10251 Input contacts: 8 points; output contacts: 4 points
DAMO002A51
DAMOO03A51
DAMO004A51

LonWorks Interface

DESCRIPTION

LonWorks networks compatible Gateway

Interface adapters

BACnhet Interface

DESCRIPTION

BACnet Gateway
DIl board
Digital input/output

Interface adapters

BMS: BUILDING MANAGEMENT SYSTEM

DESCRIPTION

Parallel interface - Basic unit
Temperature measurement units
Temperature setting units
Unification adapter for computerised control

Wiring adapter for electrical
appendices (1)

Contact / analog signal

Wiring adapter for electrical appendices (2)

External control adapter for outdoor unit

Dlll-net expander adapter

Mounting kit

REFERENCE
DPF201A51
DPF201A52
DPF201A53
DCS302A52
KRP2A51
KRP2A52
KRP4A51-53
DTA104A51
DTA104A52

DTA109A51

KRP4A92

REFERENCE COMMENTS

DMS504B51 Up to 64 groups can be connected per DMS-IF

KRP928A2S For connection to Split units

DTA102A52 For connection to R-407C/R-22 Sky Air units

DTA112B51 For connection to R-410A Sky Air units

REFERENCE COMMENTS

DMS502A51 64 groups per Gateway

DAM411B51 Extension of 2 x DIII lines (2 x 64) indoor units

DAM412B51 For forced shutdown

KRP928A2S For connection to Split units

DTA102A52 For connection to R-407C/R-22 Sky Air units

DTA112B51 For connection to R-410A Sky Air units
COMMENTS

enables ON/OFF command, operation and display of malfunction can be used in combination with up to 4 units.
enables temperature measurement output for 4 groups; 0~5VDC.»
enables temperature setting input for 16 groups; 0~5VDC.»
used for combining of air conditioning control computer and central remote controller (ON/OFF, display)

simultaneously controls air conditioning control computer and up to 64 groups of indoor units.

to control the group of indoor units collectively, which are connected by the transmission wiring of remote controller.

cooling/heating mode change over, demand control and low noise control are available between the plural
outdoor units.

a maximum of 10 outdoors or 128 indoors can be connected to 1 DTA109A51
a maximum of 8 DTAT109A51 can be connected to Dlll-net
for easy installation of the DTA109A51
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Daikin's unique position as a manufacturer of air
conditioning equipment, compressors and refrigerants
has led to its close involvement in environmental issues.
For several years Daikin has had the intention to become
a leader in the provision of products that have limited
impact on the environment. This challenge demands the
eco design and development of a wide range of products
and an energy management system, resulting in energy
conservation and a reduction of waste.

. Belgium YAYAN
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